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Tool # MT-110 
 

Ducati Front Axle Alignment Tool 
 

 
General Usage Notes and Suggestions 
 
[1] If you don’t already have one, get a copy of the OEM, Haynes or DesmoTimes service manual for 
your bike.  For general maintenance, the Haynes and the DesmoTimes manuals are excellent. 
 
[2] This tool is used to maintain correct alignment of the front axle while the axle nut is being 
tightened.  The front axle must be aligned with the notch in the right hand fork leg in order to preserve 
access to the compression adjustment screw.  (For Ohlins forks, there is no cut out) 
 
[3] After installing the front axle, insert the tool to engage with the small cut outs in the axle.  Note that 
the tool has a pin that protrudes more on one side than the other; the longer side should be aligned to 
engage with the notch in the right hand fork leg, as shown below. (For Ohlins forks, the axle is 
manually aligned) 
 

      
 
[4] Lightly snug the pinch bolts on the left hand fork leg, the side with the axle nut. Torque the axle nut 
to the proper spec value for your bike model. 
 
[5] Torque the pinch bolts on the left hand fork leg to the proper spec value for your bike model. 
 
[6] Cycle the front forks up and down to allow the right hand fork leg to adjust to its proper location; 
this prevents the forks from binding due to mis-alignment. 
 
[7] Torque the pinch bolts on the right hand fork leg to the proper spec value for your bike model.  
Remove alignment tool. 

 


